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Air Seeders
SOW PRECISELY.   SOW PRODUCTIVELY.   SOW PROGRESSIVELY. 
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The increase in productivity appreciated from an air delivery system to distribute seed and fertilizer from a central 

storage tank to the seed drill opener has totally revolutionized broad acre farming practices.  In this process 

Bourgault has led the way with many innovative features, combined with straight forward operation and durability 

that is second to none.  Bourgault has a reputation as ‘The Air Seeder’ in the industry.  This transformation started 

with the model 138 in the 1980s and continues today.  For 2021, Bourgault Air Seeders will again play an important 

role in improving broad acre practices with the 9000 I Series tanks equipped with individual tank scales and the 

TriMaxTM Triple-Shoot System.  

PURSUING PERFECTION
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DELUXE 10" 
Load/Unload Auger 

INDUSTRY 
LEADING
Flotation

KNEX
Integral Tank Design

COMMUNICATE
Between Implements

S Y S T E M

S Y S T E M

Detailed

Simpli�ed

DUAL ASC

ACCURATE
Distribution

FINE
Seed

CONTROLLED
Traffic (3 m axles)

KNE  
INTEGRAL TANK SYSTEM

Three Sizes  
Trailing & Leading

NEW!

8000
Series Air Seeder

Trailing Models: 8350 / 8450 / 8550  
Leading Models: L8350 / L8450 / L8550
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The 8000 Series Air Seeder lineup offers a suite of premium features in 

a tank configuration that continues Bourgault’s legacy as the air seeder 

leader in the industry.  Available in Leading and Trailing models, the 8000 

Series is a winning solution for the progressive Producer who does not 

require the immense volumes of the 9000 I Series Air Seeders.
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8000
Series Air Seeder

TANK SPLITS
The 8000 Series is available in 350 bu, 450 bu and 550 
bu models, both in Trailing and Leading configurations.

8550 Trailing

165/110/110/165 bu
+ 20 bu Saddle Tank opt.

8450 Trailing

135/90/90/135 bu
+ 20 bu Saddle Tank opt.

8350 Trailing

140/70/140 bu
+ 20 bu Saddle Tank opt.

L8550 Leading

165/110/110/165 bu
+ 20 bu Saddle Tank opt.

L8450 Leading

135/90/90/135 bu
+ 20 bu Saddle Tank opt.

L8350 Leading

140/70/140 bu
+ 20 bu Saddle Tank opt.

Tanks

 The Saddle TankTM  
 On 8550 & 8450, Trailing or Leading

4	The Saddle Tank™ makes seeding bagged product such as canola or 
granular inoculant easy and convenient, as well as allows you to save 
larger compartments for higher volume products.  Access to the 20 bu 
Saddle Tank™ is comfortable for manual handling of bagged products 
such as canola or inoculant.  The handrail includes a swing gate for 
handy access from the back of a pickup.  

Note: the X35 Apollo System is required for 5 tank metering.
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 The KNEXTM Integral Tank Design 
Industry-Leading Flexibility.

4	The Bourgault KNEX™ Integral Tank Design features inter-connecting 
ports between each of the tanks.  You can fill the same product in up 
to three adjacent tanks and still use one PDM ProTM Metering Auger 
to meter product into either the seed or fertilizer distribution system.  
Regardless of the product combination and rates, the flexible 8000 
Series provides you with the most efficient use of the tank volume to 
minimize the number of fills. 

Below are a few examples of common configurations:

EXAMPLE 1 Canola8550 Model
Canola Seed Saddle Tank 20 bu 5 lb/ac 200 ac

Urea T1 + T2 275 bu 140 lb/ac 117 ac

Phosphate T3 110 bu 50 lb/ac 160 ac

Sulfur T4 165 bu 80 lb/ac 145 ac

EXAMPLE 2 Wheat8550 Model
Wheat T4 165 bu 1.5 lb/ac 110 ac

Urea T1 + T2 275 bu 140 lb/ac 117 ac

Phosphate T3 110 bu 50 lb/ac 160 ac

8550 Configuration Example

Requirements Tanks Combined T1 T2 T3 T4

4 Products none 165 110 110 165

3 Products T2 with T1 275 110 165

3 Products T2 with T3 165 220 165

2 Products T2 with T1  
& T3 with T4

275 275

2 Products T3 & T2 with T4 165 385
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T1
30%

T2
20%

T3
20%

T4
30%

Fr
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Trailing 8550 Air Seeder shown.

Please note that the the tank illustration above represents the KNEX tank flow for the trailing 8550 Air Seeder.  For KNEX flow for the trailing 8450, leading 
L8450 & leading L8550, please contact your Bourgault Dealer.
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8000
Series Air Seeder

 Dual Auto Section Control  
On 8550 and All 8000 Leading Models

4	The Dual Auto Section Control option with the EvenStream Primary is 
available on the Trailing 8550 and all sizes of Leading air seeders. 

The 8000 Series Distribution Systems

 The Straight-Through Primary Distribution System

4	The Straight-Through Primary Distribution System design offers the 
flexibility to conveniently direct product from any of the air seeder 
compartments into either the seed or MRB® fertilizer line when 
configured for double-shoot.  Dedicated fans for each primary line 
ensure appropriate air volume, even for high application rates.  
Single-shoot distribution systems are also available for delivery 
to the seed boots only, or, in combination with a liquid or NH3 
application system.
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 Advanced Air Seeder Control with the X35 Apollo System

4	Achieve unprecedented control of up to 6 products, as well as advanced 
seeding operations with the X35 ApolloTM System; operations such as:

 - Dual Auto Section Control, 
- Variable Rate Fertilizer Application, 
- PackMasterTM and LiftMasterTM, and,  
- Implement-to-Implement Communication

  Realize full rate control capabilities, accurate data management and 
time saving applications, all on a large, full color screen. 

4	The ISO ApolloTM System operates in accordance with the ISO 11783 
standard so that Farmers with tractors equipped with universal 
terminals have the option to monitor, calibrate and perform basic rate 
control functionality for up to 4 products without adding an additional 
screen in the tractor cab.  For tractors without universal terminals, 
Bourgault offers the XD Apollo System, which provides full ISO 
monitoring capabilities and basic control features.  

 Controlled Traffic Capability

4	The 8000 Series is designed for controlled traffic with an optional  
3 meter front axle on the trailing air seeders and high capacity rear 
single tire options available on all models.

 PDM ProTM Metering

4	The hydraulically driven PDM ProTM provides the highest degree of 
metering accuracy while still providing gentle seed handling.  The PDM 
ProTM features a UHMW poly liner and orifice in addition to the UHMW 
flighting to minimize troublesome products sticking to critical metering 
components in humid conditions.  Steel augers are available for 
abrasive, high rate products.

4	DID YOU KNOW that the PDM ProTM Auger meters to an amazingly low 
6 cups of product allowing you to efficiently seed expensive crops such 
as canola!  When switching products, simply remove the sump plate 
on the PDM Pro to direct content into the unload auger/conveyor or 
conveniently back into the bag it came from.

 Convenient Hydraulic Calibration

4	Set and check your rates in minutes with the hydraulic calibration 
feature.  An on-tank control box allows you to charge the PDM ProTM 
Metering Auger and begin the calibration process without going back  
to the tractor cab to engage the metering drive.  Incorporate the  
X35 ApolloTM Xtend feature (page 98) to a smartphone or tablet and 
you can perform the entire calibration process without leaving the side 
of the air seeder!
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8000
Series Air Seeder

 Load Quickly & Effectively

 Models 8550 & 8450  
Leading & Trailing 

4	The Deluxe 10" Diameter Load/
Unload Auger provides hydraulic 
control for positioning and returning 
to transport position.  A horizontal 
hopper design enables the deluxe 
auger to work with belly-dump trailers.

4	A Standard 10" Load/Unload Auger, 
with manual positioning and standard 
auger hopper, is also available.

Model 8350  
Leading & Trailing

4	The Standard 8" Load/Unload Auger 
is equipped with manual positioning 
and a standard auger hopper.

Product Transfer Systems
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 The FillChuteTM

4	Bourgault offers an optional FillChute™ for 
units equipped with the Saddle Tank™.  This 
handy feature directs product from the load/
unload auger into the Saddle Tank™ when 
filling from a grain truck or bulk bags.

 BagLiftTM System

4	Don't strain yourself by lugging seed bags 
or calibration pails up the tank stairs.  The 
hydraulically powered bag lift option provides 
440 lb of lifting capacity up to the catwalk.  A 
hinged top rail provides safe and easy access 
when on the tank top.  Available on units not 
equipped with the Saddle Tank™.
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SPECIFICATIONS

8000
Series Air Seeder

MODELS 8550 8450 8350 L8550 L8450 L8350

Total Tank Volume 550 bu 450 bu 350 bu 550 bu 450 bu 350 bu 

with Saddle Tank 570 bu 470 bu    N/A 570 bu 470 bu N/A

T1 165 bu 135 bu 140 bu 165 bu 135 bu 140 bu

T2 110 bu 90 bu 70 bu 110 bu 90 bu 70 bu

T3 110 bu 90 bu 140 bu 110 bu 90 bu 140 bu

T4 165 bu 135 bu N/A 165 bu 135 bu N/A

Saddle Tank (option) 20 bu 20 bu N/A 20 bu 20 bu N/A

Height (empty)

Transport  
(handrail folded)

11'11" 11'11" 11'11" 11'11" 11'11" 11'11"

Field 
(top of handrail)

14'10" 14'10" 14'10" 14'10" 14'10" 14'10"

Overall Width 
(base single tires)

12'5" 12'5" 12'5" 12'5" 12'5" 12'5"

Wheel Base 
(Trailing only)

18'6" 16'4" 12'6" N/A N/A N/A

Hitch Pin to L/U Auger 38'3" 33'9" 31'9" 36'3" 34'6" 31'6"

Hitch Pin to Rear Tow 
Hitch Pin

38'1" 35'11" 32'2" 31'3" 31'3" 27'6"

Front Tire Spacings 
(Trailing only -  
standard front axle)

5' 5' 5' N/A N/A N/A

Front Tire Spacings 
(Trailing only -  
3 m option)

9'11" 9'11" 9'11" N/A N/A N/A

Rear Tire Spacings (single) 9'11" 9'11" 9'11" 9'11" 9'11" 9'11"

Rear Tire Spacings  
(inside dual - 650/70R34)

9'11" 9'11" N/A 9'11" 9'11" N/A

Rear Tire Spacings  
(outside dual - 650/70R34)

15'5" 15'5" N/A 15'5" 15'5" N/A

Leading ModelsTrailing Models
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* All weights & transport dimensions are estimates & are subject to change.

 Every effort has been made to ensure that the information is accurate/current at the time of production. For the latest product information check out our website at: www.bourgault.com

MODELS 8550 8450 8350 L8550 L8450 L8350

Weight,   
(empty - single tires***)

20,000 lb 15,000 lb 11,000 lb 17,000 lb 14,000 lb 10,000 lb

Loaded Hitch Weight,   
(Leading units)

N/A N/A N/A 9,000 lb 9,000 lb 6,500 lb

Load/Unloading  
Augers

10"  
Standard, or, 
10" Deluxe

10"  
Standard, or, 
10" Deluxe

8" Standard 10"  
Standard, or, 
10" Deluxe

10"  
Standard, or, 
10" Deluxe

8" Standard

Load/Unloading  
Augers Load Rate (max)

70 bu/min Standard 
85 bu/min Deluxe

70 bu/min Standard 
85 bu/min Deluxe

30 bu/min 70 bu/min Standard 
85 bu/min Deluxe

70 bu/min Standard 
85 bu/min Deluxe

30 bu/min 

Tire Options

Front Axle 28L x 26
LSW750/60R30

540/65R24 21.5 x 16.1 
540/65R24

N/A N/A N/A

Rear Axle IF710/70R38CFO 
650/70R34 (Duals) 
800/65R32 (Duals)

30.5L x 32 
IF710/70R38CFO 

650/70R34 (Duals)

28L x 26 IF710/70R38CFO 
650/70R34 (Duals) 
800/65R32 (Duals)

30.5L x 32 (Single) 
IF710/70R38CFO 

650/70R34 (Duals)

28L x 26 
30.5L x 32

Leading ModelsTrailing Models



NEW!

9000 Trailing Models: 9650 / 9950 / 91300  
Leading Models: L9650 / L9950

Optimize  
for Success

Series Air Seeder

84

CONVEYOR

INDUSTRY 
LEADING
Flotation

INDIVIDUAL
Tanks

COMMUNICATE
Between Implements

S Y S T E M

S Y S T E M

Detailed

Simpli�ed

FINE Seed

EVENSTREAM
Distribution

APPLICATION
Rates

  Triple-Shoot* 

Capability.

TRIMAX

TRIMAXMAX

TRIPLE SHOOT

DUAL
ASC

* TriMaxTM Triple-Shoot available on the Trailing 9950 & 91300 Air Seeder models only.
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The 9000 I Series Air Seeders are Breaking Barriers for 2021 by taking all of the guess 

work out of rate application achieving seeding certainty.  The NEW I Series Air Seeders 

are configured with up to 5 individual tanks, each capable of accurate on-the-go weight 

tracking.  You now have actual application rate available to you in real time.
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9000
Series Air Seeder

Individual Tanks - I Series Air Seeder

 On-the-Go Application Rates
4	Each model has four main individual tanks mounted on three 

load cells to establish accurate application rate readings on-the-
go.  The advantage of 3 load cells is more accurate readings on 
uneven ground while seeding due to the triangulating effect that 
removes induced errors from frame torsion. 

4	Alarms will notify the Operator if issues such as density changes, 
mechanical failures, blockages, etc. affect the application rate.

4	The 9000 I Series allows you to efficiently seed your fields without 
running empty or being left with extra product.  If product levels 
are slightly high or low near the end of the field, the Operator can 
revise application rate(s) so that the air seeder is empty when the 
field is finished.

 Bigger and Better  
 Saddle TankTM and Storage Platform

4	Further your seeding capability and capacity with the optional Saddle 
Tank (5th tank).  The Saddle Tank™ makes seeding bagged product, 
such as canola or granular inoculant, as easy as possible.  The 
load-cell equipped Saddle Tank™ has a generous 44 bu capacity 
so that you can load two minibulk bags, even when the tank is not 
quite empty.  The lid is set at an optimum level to provide convenient 
access when using small bags.  

4	The conveniently placed Storage Platform is located adjacent to the 
Saddle Tank™ to store an extra pallet or minibulk bag of product for 
your next fill.  With the Saddle Tank™ and Storage Platform you can 
get serious about seeding productivity.

"The individual tank scales 

allowed me to watch and 

compare prescribed rates 

vs actual and make subtle 

adjustments on-the-fly, not 

just calibrating when filling or 

switching fields or products."

JASON FRIESEN, WATSON, SK, L9950LOAD CELL
1

1 1
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TANK SPLITS
Trailing and Leading Models

91300 Trailing

635/230/140/295 bu
+ 44 bu Saddle Tank opt.

9950 Trailing

465/165/100/220 bu
+ 44 bu Saddle Tank opt.

9650 Trailing

195/130/130/195 bu
+ 44 bu Saddle Tank opt.

L9950 Leading

220/100/165/465 bu
+ 44 bu Saddle Tank opt.

L9650 Leading

195/130/130/195 bu
+ 44 bu Saddle Tank opt.

4	The 9000 I Series delivers the right tank splits to maximize your acres 
between fills.

4	The 9950, L9950 and 91300 tanks have a 49/18/11/23 ratio, optimized 
for Producers using all dry products.

4	The 9650 & L9650 have a 30/20/20/30 ratio, optimized for Operators 
using dry fertilizer combined with liquid or anhydrous fertilizer.

 Tank Sizes and Tank Splits    
 Optimized for Productivity

4	The individual four tanks of the 9000 I Series 
are available with total capacities of 650, 950 
and 1300 bushels in trailing models.   
As well, two Leading units: at 650 bushels and 
a new industry-best 950 bushels round out the 
lineup.  The NEW Leading L9950 will give many 
Producers the ability to seed a ¼ section of land 
with one tank fill.  Plus, you can increase your 
capacity with the canola-friendly Saddle Tank!  
The 9000 Series are truly designed to maximize 
productivity.

T1 T2 T3 T4

Trailing 9950 Tank Split
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9000
Series Air Seeder

1

2

3

With the TriMaxTM Distribution System:
4	Seed is placed safely, by itself, in the seed 

row (without fertilizer) for complete safety 
and maximum emergence, 

4	Starter phosphate is side-banded separately 
(without nitrogen), allowing for early and safe 
access to phosphate, 

4	Nitrogen and other mobile nutrients, are 
placed mid row using the Mid Row Bander® 
Fertilizer Application System guaranteeing 
seed safety.

4	Pair the TriMaxTM System on the Trailing 
9950, or, 91300 Air Seeders with:

• 3330SE/3335QDA (66', 76', 80', 86') 
PHDs equipped with the double-shooting  
PLDSTM Opener and Mid Row Banders®

1 TriMaxTM Triple-Shoot Distribution System Barrier Breaking Technology.

The TriMaxTM Distribution System Breaks Barriers for 2021, providing three separate air streams for the ultimate in seed and dry fertilizer placement.    

4

TRIMAX

TRIMAXMAX

TRIPLE SHOOT

Contact your Bourgault Dealer for further details.

Bourgault Straight-Through Primary System
The Bourgault 9000 Series supports single, double and now the TriMaxTM Triple-Shoot product delivery!

Unmatched Versatility Achieve any product combination needed to meet each crop’s specific requirements.   

Each of the 4 tanks and optional Saddle Tank™ are equipped with PDM Pro™ Metering Augers and can be directed  

into any of the product lines, giving you maximum seeding flexibility. 

Any of the 5 tanks can quickly be connected  
to meter any product into any of the air 
streams for maximum seeding flexibility. 

5
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METERING AUGER CORE UMHW AUGER

UMHW LINER

2 THE PDM PROTM 
 Metering System 

4	The hydraulically driven PDM ProTM provides the highest degree  
of metering accuracy while still providing gentle seed handling.   
To combat the issue of freshly treated seed or fertilizer sticking in 
humid conditions, the PDM ProTM features a UMHW liner, orifice, and 
metering auger that minimizes even these troublesome products 
from sticking to the inside of the housing.  

4	DID YOU KNOW that the PDM ProTM Auger meters to an amazingly low  
6 cups of product allowing you to efficiently seed expensive crops 
such as canola!  When switching products, simply remove the sump 
plate on the PDM ProTM to direct contents into the unload auger/
conveyor or conveniently back into the bag it came from.

4	Competitive units that employ the Class B distribution system can 
experience uneven application at low rates if product slumps to one 
side of the wide row of rollers.  Product switches typically are more 
onerous and wasteful when cleaning out metering roller bodies.

3 THE EVENSTREAM Primary Distribution System 
 Balanced Distribution - Even Germination

4	The Class A EvenStream™ Distribution System provides outstanding 
performance in distribution accuracy even at high application rates.  
Centering vanes and ribbed plastic inserts positioned above the primary 
manifold ensures product is positioned to achieve even distribution at 
the boot.

4 FAN OPTIONS

4	Bourgault incorporates a fan into each distribution stream to maximize 
efficiency, simplify settings and to minimize any plugging problems.   
To cover the wide range of drill sizes and application rates Bourgault 
has 3 fan options available on the 9000 Series.  

 See 9000 Series Air Seeder specifications for fan options on page 95.

5 DUAL ASC

4	Control individual section on/off timings, as well as control seed  
opener and Mid Row Bander® Fertilizer Applicator timings separately  
to further minimize product application overlap.
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9000
Series Air Seeder

 FOLDING CONVEYOR  
 L9950 & L9650 (Leading)

4	A major challenge for Leading tanks is the length of a conveyor during 
transport.  To meet this requirement, Bourgault has designed an 
industry first folding conveyor for the Leading L9650 and L9950s.

4	The folding conveyor is 10" in diameter with a 15" belt.

Load/Unload Quickly and Effectively

 HIGH CAPACITY CONVEYORS 
 Standard on 9000 Series Air Seeders

4	The 91300 air seeder is available with a 12" diameter conveyor with 
a 20" belt.  The 9950 and 9650 air seeders are available with a 10" 
diameter conveyor with a 15" belt. 

4	All conveyors are operated by a remote control.

Getting product in and out safely, quickly and conveniently marks the effectiveness of an excellent 

load/unload design.  Time and energy saved while transferring product means you can seed more 

acres per day.  Due to the demand for high capacity, gentleness on seed and easy clean-out, 

Bourgault has made conveyors standard on the 9000 Series Air Seeders.  
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Product Transfer Options

    The BulkBoomTM Option - Convenient Bulk Bag Handling

4	 The remote controlled BulkBoomTM makes loading bulk bags of seed, 
fertilizer or inoculant more convenient and efficient.  The BulkBoomTM  
is designed to lift up to 2,400 lb from the ground to the Saddle TankTM,  
or to the smallest of the four individual tanks, or to the Storage Platform.

    The BagLiftTM Option - Bag Transfer System

4	 Bourgault offers the optional BagLiftTM System to lift bagged product  
to the top of the tank.  The remote operated BagLiftTM has a lift capacity 
of 440 lb. (The BagLiftTM option is available on the L9650 and 9650 units 
without the Saddle TankTM or BulkBoomTM options.)

    FillChuteTM Option - Saddle TankTM Fill System

4	 The FillChuteTM option allows the Saddle TankTM to be filled with the conveyor.
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9000
Series Air Seeder

At Bourgault, a large emphasis 

is placed on tires - specifically 

big tires.  Simply put, there is 

more rubber under a 9000 

SeriesTM Air Seeder than 

the competition.  The large 

diameter, increased flexion (IF) 

tires deliver very low ground 

pressures and reduced rolling 

resistance, maximizing flotation 

which helps to ensure uniform 

germination. 

Tire Options

TIRE SIZES & PRESSURES
Many Options to Suit Your Requirements

91300 9950 9650

Front Tires
Goodyear IF710/70R42CFO Single N/A N/A 12

Goodyear 850/80R38 Single N/A N/A 9

Goodyear IF850/75R42CFO Single N/A 12 N/A

Goodyear IF710/70R42 CFO Dual 10-12 7-8 6

91300 9950 9650 L9950 L9650

Rear Tires
Goodyear IF850/75R42CFO Single N/A N/A 15-20 N/A N/A

Goodyear IF710/70R42 CFO Dual N/A N/A 12-15 N/A 15-20

Goodyear IF850/75R42 CFO Dual 14-16 9-12 7-9 14-17 9-12

Minimum Inflation Tire Pressures
(measured in psi)

Controlled  
Traffic Capability -  
L9650 and 9650 
specific tire options are 
available upon request.
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Additional Components

 Monitoring Product Levels

4	 Individual tank scales and low bin sensors eliminate the need for in-tank cameras.  However, 
cameras are provided on the rear of the tank to monitor traffic behind the air seeder, as well, a 
camera is mounted in the Saddle TankTM for extra reassurance when monitoring low rate products 
like canola.  The camera images are displayed directly on the X35 or on the Xtend screen.

4	A Low Pressure Alarm will sound during seeding to alert you of an open lid or an unattached  
metering hose.

 Surge Brakes Available on All Models

4	Detecting when it is time to apply implement brakes can sometimes be difficult.  The surge brake 
system on the 9000 Series automatically applies the correct amount of braking as the air seeder 
hitch load changes from tension to compression.  This greatly reduces the potential of implement 
damage as well as stress on the Operator.  The 9000 Series surge brakes are now available on 
the Leading air seeders, as well as the Trailing models.

 Operator Safety

4	The sturdy and comfortable 24" wide stairs provide safe and sure-footed travel up and down the 
air seeder.  To further improve safety, the 9000 Series are equipped with handrails and kick plates 
around the perimeter of the tank top platform.  The handrails fold down quickly to reduce the 
height of the air seeder for storage purposes.

 Exterior Lighting 

4	Seven exterior LED lights, as well as a light in the Saddle TankTM, allow for greater visibility when 
seeding at night.
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SPECIFICATIONS

9000
Series Air Seeder

SPECIFICATIONS

MODELS 91300 9950 9650 L9950 L9650

Total Tank Volume 1,300 bu 950 650 950 650

with Saddle Tank 1,344 994 694 994 694

T1 635 465 195 220 195

T2 230 165 130 100 130

T3 140 100 130 165 130

T4 295 220 195 465 195

Saddle Tank (option) 44 44 44 44 44

Trailing Models Leading Models Trailing Models Leading Models

MODELS 91300 9950 9650 L9950 L9650

Height (empty)

Transport 14'9" 13'5" 12'1" 13'5" 12'1"

Field 17'7" 16'3" 14'11" 16'3" 14'11"

Overall Width

Single Rear Tires N/A N/A 18'1" N/A N/A

Dual Rear Tires 20'11" 20'11" 20'11" 20'11" 20'11"

Tire Spacing

Front

Single N/A 12'8" 12'8"/9'10"* N/A N/A

Inner Dual 11' 11' 11' N/A N/A

Outer Dual 17'4" 17'4" 17'4" N/A N/A

Rear

Single N/A N/A 11'6"/9'10"* 9'10" 9'10"*

Inner Dual 10'9" 10'9" 10'9" 10'9" 10'9"

Outer Dual 18'1" 18'1" 18'1" 18'1" 18'1"

Length

Wheelbase 23' 23' 22'

Overall Length 55'7" 48'9" 48'9" 44'5" 44'5"

Front Hitch  
to Rear Hitch

39'3" 39'3"

Front Hitch  
to Axle

30'2" 29'10"

Weight (lb)

Weight, base unit & base tires 47,500 40,000 32,000 40,150 32,830

Weight, commonly equipped** 50,500 43,000 39,000 38,500 35,000

Leading Hitch  
Weight (empty)

4,600 4,200

Leading Hitch  
Weight (max*)

11,000 10,400

* 9650 & L9650 available with optional 3 meter tire spacing with high capacity single tires

**  Commonly equipped is equivalent to base weight, plus double-shoot plus the optional Saddle Tank on all 
models.  Duals added on rear of 9650.  All models without Bulk Boom.

* All weights & transport dimensions are estimates & are subject to change.

 Every effort has been made to ensure that the information is accurate/current  
at the time of production.  For the latest product information check out our website at:  
www.bourgault.com
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General Specifications

Hydraulic Drive (7" straight-through) Standard on all 9000 Series models

X35 Apollo System Standard on all 9000 Series models

Cameras (viewed on X35 monitor) Rear View - standard /  
In Optional Saddle Tank (when equipped)

Dual ASC Optional on all 9000 Series models

Product Transfer Systems BulkBoomTM - optional on all 9000 Series models 
BagLiftTM - available option on 9650 and L9650 
FillChuteTM - optional on all 9000 Series models

Rear Tow Hitch Optional on Trailing models

Conveyor Standard on all 9000 Series models

Individual Tank Scales Standard on all 9000 Series models

Surge Brakes 91300, 9950, L9950 - standard 
9650, L9650 - optional

TriMaxTM option Available on Trailing 9950 & 91300 A/S only

Fan Options

Today's larger seeding systems require a large volume of air for accurate and 
consistent product rates.  Bourgault utilizes a two fan product delivery system for 
double-shoot air kits to maximize efficiency, simplify settings and to minimize any 
plugging problems.

Bourgault has 3 fan options to match your drill width, target application rates and 
tractor capacity: 

1 High Speed Fan is equipped with a hydraulic motor which provides up 
to 6000 rpm rotor speeds to boost application rates 
(up to 18 gpm req.).

2 High Capacity Fan has a wider fan rotor and a hydraulic motor and is 
recommended for high rates and units up to 70' wide 
(up to 26 gpm req.).

3 High Pressure Fan is recommended for the 3420 ParaLinkTM Hoe Drill, 
3320-86 PHD on 10" & 12" spacing and the 3720-
70 PCD on 10" spacing.  The high pressure fan is 
equipped with a redesigned rotor and equipped with a 
hydraulic motor (up to 30 gpm req.).



Achieve Unprecedented  
Seeding Control

X35 Apollo System

The X35 ApolloTM System with the Xtend remote tablet operation provides the 

most advanced control and monitoring capabilities for your seeding system.  In 

addition to controlling base seeding operations the X35 also offers:

4	 Implement-to-Implement coverage sharing, 

4	Variable Rate Control of up to 6 products, 

4	Dual Auto Section ControlTM, 

4	Accurate coverage maps, 

4	Camera and blockage module monitoring, 

4	LiftMasterTM and PackMasterTM drill control,

4	As well as, data management and time saving applications all on a large, full color screen.
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The X35’s large 12.1" 

color touch–screen 

features drag and 

drop technology 

to quickly access 

and customize the 

seeding information 

as required.
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X35
Apollo System

The Xtend Feature
Take Control Out of the Cab

98

With the Xtend feature you can double the number of 

functions being viewed during the seeding operation.

Install the Xtend App on your phone or tablet for wireless connectivity.   
Use your phone or tablet to:

4	 transfer calibration weight results into the X35 as they are taken at the air seeder,

4	connect remotely to the X35 to access the seeding system information,

4	double the number of functions being displayed by connecting a tablet to the X35 console.
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Bring Your Operation

EYE TO EYE

To meet the requirements of farms that operate two or more seeding systems in the same field, 
Implement-to-implement, or, I2I will share field coverage between X35 units.  With I2I, the X35s 
communicate with each other via a Wi-Fi network synchronizing seeding progress onto a single 
map.  This allows all Operators to view what areas of the field are seeded, avoid misses and 
have one complete coverage map when the field is complete.  
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 HEADLAND MANAGER

4	Headland Manager provides Operators the ability 
to eliminate dragging openers through seeded 
areas by seeding the headlands last.  Working with 
an established field border, the Producer enters in 
the number of headlands desired then proceeds 
to seed the inner section of the field.  The X35 
automatically shuts off metering as the drill enters 
the headland.  When the inner area is complete, 
the farmer can finish the field by seeding the 
headlands.

4	There are three distinct advantages of seeding the 
headlands last with Headland Manager.

1 Seeding the headlands last reduces over-
compaction of the headlands from trucks and 
seeding systems to deliver the best emergence 
possible on the headlands.  This is especially 
important during wet seeding conditions.

2 Seeding the headlands last eliminates openers 
from being dragged through the seeded area of 
the field.

3 Headland Manager notifies you when to turn 
and outlines the Field Boundary keeping you 
well aware of property lines for enhanced night 
time seeding.

Headland Manager is a technology winner! 
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The X35 Apollo System: Take Control

X35
Apollo System

 QUICK START

4	The Quick Start feature is designed to walk the 
Operator through all of the necessary steps for 
proper seeder operation.  This application will 
guide Producers to save job records and can even 
auto locate fields to create the next job as you 
enter that field.

 CALIBRATION WIZARD

4	Calibration Wizard provides a logical step by-step 
guide for completing a multi-tank calibration. 

 DUAL AUTO SECTION CONTROL

4	Control individual section on/off timings, as 
well as control seed opener & Mid Row Bander® 
Fertilizer Applicator timings separately to further  
minimize product application overlap

 TANK OPTIMIZER

4	The Tank Optimizer gives recommendations on 
unit setup based on product rates in order to 
maximize acres per fill.

The Apollo System is a comprehensive seeding operating system.  Detailed instructions and videos covering set up and 
operation are available on the Bourgault website under: Customer Service, or at: BourgaultVideo Youtube channel.

Offset

Field Boundary
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LiftMasterTM (standard) 
automatically raises and 

lowers the openers. 

Display and record layered 
coverage maps for multiple 

products and operations
Using a cellular phone Wi-Fi 
connection, have remote 
support available from your 
dealership – let them see 
what you see!

LiftMasterTM

PackMasterTM

PackMasterTM (optional) 
maintains a consistent 
packing force.

Coverage 
Maps

Remote 
Support

This useful feature starts 
the meters when stationary 
to: enable seamless starts 

and stops when seeding.  
To help check for plugged 

seed and fertilizer runs Record and manage your  
day to day seeding 
operations with detailed 
reporting functions.

Pre-Load  
Feature

Job Export

The status of the  
Master Switch is easily 

identified by color.

Master Switch 
Status

The ISO Apollo System operates in accordance with 
the ISO 11783 standard so that tractors equipped 
with ISO compatible virtual terminals have the option 
to monitor and perform basic rate control functionality 
using the tractor's existing ISO display or through the 
dedicated XD console. 

The ISO Apollo System is capable of:

4	Air seeder calibration,

4	Data Storage for up to 16 products,

4	Control up to 4 metering augers,

4	 "On-the-go" rate change,

4	Displaying: fan RPM, metering rate, product 
remaining and acres covered,  

4	Alarms for: low tank level, case drain pressure and 
shaft RPM,

4	Blockage monitoring

It is important to note that the ISO Apollo system does 
not support Variable Rate Control (VRC), Auto Section 
Control (ASC), or 5 tank metering. 

Availability: 

4	The ISO ApolloTM System is available on the 8000 
SeriesTM Air Seeders and the FMS,

ISO
Apollo System

Availability: 

4	The X35 ApolloTM System is standard on all 9000 SeriesTM Air Seeders and optional on the 8000 SeriesTM 
Air Seeders, as well as the FMS,

Contact your local Bourgault Dealer for more information 
and visit our website at: www.bourgault.com.
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Designed to Fit

NEW!
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CD ParaLinkTM Coulter Drill 

HD ParaLinkTM Hoe Drill

Frame Mounted Seeders (FMS)

CD872-8 / CD872-6 
CD848-8 / CD848-6

HD872-8 / HD872-6 
HD848-8 / HD848-6

LARGE PRODUCT
Capacity

ALL-IN-ONE
Platform

3 m
Transport Width

NO-TILL
Capability

METER UP TO
4 Products

DISK OR HOE
Openers
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The self contained design of the Bourgault FMS is comprised of a 

Bourgault signature heavy-duty steel air seeder tank and a parallel 

opener equipped drill [either coulter (CD) or hoe drill (HD)]. 
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CD&HD
Frame Mounted Seeders

 The Drill (HD or CD)

The ParaLinkTM independent drill is available in either 
a 2-row, coulter drill system (CD), or a 3-row, hoe drill 
system (HD). 

4	Both the coulter and hoe drills operate independently of a 
sturdy 5" x 5" fixed frame.

4	The front of the drill is designed with a solid draw hitch which 
transfers the load to the tractor.

4	The 20 ft FMS unfolds into a rigid continuous bar.  The 26 ft 
can be equipped with optional running gear on the wing to 
operate as a 3-plex bar for improved land following capability.



HD ParaLinkTM Hoe Drill 
HD872-8 / HD872-6 
HD848-8 / HD848-6

Available FMS Models:

CD ParaLinkTM Coulter Drill 
CD872-8 / CD872-6 
CD848-8 / CD848-6

105

 The Air Seeder

The FMS air seeder is designed  
with the same proven Bourgault 
ingenuity found on Bourgault's large  
air seeder tanks.  

4	Such design features as the PDM ProTM 
Metering System that delivers accurate 
product metering of an extensive range 
of seeds and fertilizers and the KNEXTM 
Integral Tank System that allows you the 
flexibility to combine or separate tanks 
for increased seeding productivity.

4	Large, flotation tires located on the back 
of the drill support the contents of the 
135 bu or 200 bu air seeder. 
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HD848 shown - 4-tank, 26 ft, 136 bu FMS



CD&HD
Frame Mounted Seeders

13'2" or less transport 
height for all FMS models

9'10" transport width

for all FMS models

Designing agricultural 
equipment can be a balancing 
act.  Quite often when a 
gain is made in one area of 
design, another area may be 
compromised.  The Frame 
Mounted Seeder (FMSTM) 
by Bourgault successfully 
achieves the ultimate balance 
between productivity and 
ease of use.  Designed as a 
complete seeding unit, the 
Frame Mounted Series is a mid 
range seeding system tucked 
between the larger seeding 
systems and the smaller box 
seeders.

Bourgault Precision, Strength & Productivity-  
all perfectly contained in one package.
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 The BulkBoom 
 Convenient Bulk Bag Handling

4	The BulkBoomTM makes loading bulk bags  
of seed, fertilizer or inoculant more convenient 
and efficient.  The BulkBoomTM allows the 
Operator to fill the FMSTM tank with 1,000 
lb minibulk without having to worry about 
transporting a front end loader or forklift to  
the field.

TRANSFER Product with Ease.

CD872 shown - 4-tank, 26 ft,  
200 bu Frame Mounted Seeder
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 On the Move
When purchasing any larger sized 
equipment, moving safely from 
location to location can present a 
challenge.

At a narrow 9' 10" transport width 
for all models, the Bourgault FMS 
successfully meets these tight 
transport requirements.  Further 
to this, due to its self-contained 
design, the FMS moves safely 
and unencumbered whenever and 
wherever it needs to go! 
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The ParaLinkTM Coulter Drill version of the FMSTM 
achieves precise seed placement while maintaining 
seedbed integrity.  The integrity is maintained through 
the combination of the low disturbance coulter disk 
that creates an extremely narrow trench for the 
seed to be deposited into, in combination with the 
LDxTM Low Disturbance Scraper that optimally places 
the seed and fertilizer at the base of the disk cut 
achieving excellent seed placement which results in  
even emergence.

Field seeded with a Bourgault ParaLinkTM Coulter Drill equipped with  
Mid Row Bander® Fertilizer Applicators

The ParaLinkTM  
Walking Coulter Opener (PLW)
Parallel arms provide a consistent angle on the scraper's presentation to 
the soil.  This ensures the low disturbance scraper maintains a constant 
attack angle to the ground providing optimum seed placement.  Each arm 
provides +9" & -7" of travel from nominal position for 16" of total opener 
travel and the walking axle reduces coulter movement by a factor of two 
resulting in excellent seed depth.

When going over rocks or uneven 
ground, for every 1" that the cleaner 
wheel adjusts vertically, the seed depth 
moves only 3/8".  

For every 1" that the packer wheel 
moves vertically, the seed depth moves 
only 5/8".

CD ParaLink  Coulter Drill TM

CD&HD
Frame Mounted Seeders
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The Coulter Disk cuts through residue with ease and 
achieves precise seed placement.  The strong, yet 
malleable 20.5" diameter x 13/64" uniquely hardened 
boron coulter disk blade allows for flexibility when 
encountering obstacles, yet has exceptional hardness 
for a 20% longer life than standard coulters.

The LDxTM Scraper design ensures that seed and 
fertilizer are optimally positioned at the bottom of the 
coulter cut.

The Trailing Firmer gently presses down on 
every seed to the bottom of the coulter furrow 
just ahead of the packer wheel.

With the Parallel Arm Design, 
the LDx low disturbance scraper 
maintains a constant attack angle 
to the ground; this aids in delivering 
consistent seed depth which results 
in even emergence.

Seed Depth Adjustment seed 
depth is set by vertically adjusting the 
packer wheel in 1/4" increments using 
a pin-style system that vertically 
adjusts the packer wheel (total of 4" 
range of adjustment).

The Packer Wheel a 4.5" double-shoulder offset semi-pneumatic 
packer option is highly effective at directing soil over the furrow as 
well as closing the flap.

The Parallel Arm Pivots are a 
foundational element of quality 
and durability in design. 

Cleaner Wheel Options Two cleaner wheel 
options extend your FMS customization.  The 
narrow, 3" option minimizes damage to standing 
stubble, while the wider 4.5" option provides 
increased stability in pre-worked or softer soils.  
The spoked cleaner wheel design allows debris to 
exit the wheel.

*  the 4.5" cleaner wheel option is not available on  
6.5" spacing
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CD&HD
Frame Mounted Seeders
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The HD ParaLinkTM hoe drill version of the 
FMS allows the Operator to seed with all 
of the benefits of independent seeding.  
The HD FMS deploys the one-to-one  
PLX Seed Opener Assembly. 

The PLX Arm design maintains the 
opener's attack angle regardless of its 
position and regardless of the choice 
of seed opener tip.  A wide range of tip 
opener widths and designs are available 
through third party vendors, however, 
please note that Bourgault recommends 
using narrow seed knives.  

Final opener selection and resulting field performance is the 
sole responsibility of the opener manufacturer and the owner.

The ParaLinkTM Xtreme Opener Assembly -  
1:1 Contour Ratio
4	The 1:1 contour ratio of the PLX Opener Assembly is designed to deliver excellent  

contouring characteristics as the full parallel linkage allows the PLX Opener to follow the  
field independently of the frame.  The packer wheel and seed opener travel in unison for 
precise results and if the frame wheels sink, in soft soils, the depth will not be affected.   

Packer/gauge wheel and seed shank 
move together when depth is set.

If the packer/gauge wheel moves down, 
the seed shank follows the same  

vertical distance.

1"1"

Changes to the vertical frame  
height do not affect the position of  

the seed shank.

1"

HD ParaLink  Hoe Drill TM
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PLXPLXtreme Opener

Packer Options Choose between three packer options: the 4.5" v-style 
semi-pneumatic, the 4.5" semi-pneumatic and the 5.5" semi-pneumatic.  
Pairing the packer wheel with the appropriate seed opener is critical for 
achieving optimal seeding results.

Visit: www.bourgault.com for suggested opener/packer wheel 
combinations.

Durable Construction The superior design of the heavy-duty, 
5" x 5" three-row frame ensures reliable service through many 
seasons and is backed up with a 5 year frame warranty.

Field seeded with a Bourgault ParaLinkTM Hoe Drill 
equipped with Mid Row Bander® Fertilizer Applicators.
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The Bourgault air seeder design is widely renowned 
on the world's largest broad acre farms for its 
versatility, features and durable design...making it 
the Farmer's favorite air seeder.  Such features as 
the PDM ProTM Metering System, the KNEX Integral 
Tank Design and the X35 ApolloTM System put the 
Bourgault head and shoulders above the competition.

METERING AUGER CORE UMHW AUGER

UMHW LINER

 The PDM PROTM 
 Advanced Metering System

4	The PDM ProTM provides the highest degree of metering accuracy while 
still providing gentle seed handling.

4	To combat the issue of freshly treated seed or fertilizer sticking in humid 
conditions, the PDM ProTM features a UMHW high density polyethylene 
metering auger, housing liner and orifice that minimizes even these 
troublesome products from sticking to the inside of the housing.

 The Hydraulic Meter Drive

4	The hydraulic drive motors provide  
near instant rate changes.

4	The on-tank control box allows you to 
charge the PDM ProTM Metering Auger 
and begin the calibration process without 
going back to the tractor cab thereby 
reducing the number of steps you'll have 
to take to complete the process. 

VARIABLE SPEED 
HYDRAULIC DRIVE

CD&HD
Frame Mounted Seeders



113

HOW IT WORKS
The KNEXTM System allows all three main tanks to meter individually, or, tanks can be combined to meter as one by simply removing the 
interconnecting tank door. 

The optional Tank 4 - Saddle Tank (not shown) is a small 8 bu tank that mounts near the rear of the FMS making handling low volume product, such 
as canola, granular inoculant or insecticide, as easy as possible. 

Product from any metering auger can be directed to either primary line by simply switching the drop 
tube between air streams (larger Bourgault 9000 Series Air Seeder model shown).  

KNE  
INTEGRAL TANK SYSTEM

The industry exclusive KNEXTM Integral Tank System allows you to optimize your tank capacity resulting 
in added convenience and time saved in the field.

1
2

31
2

3

CD & HD 872CD & HD 848

Direct Product as Desired H
D

 &
 C

D
 F

M
S

Fr
on

t

Fr
on

t

Ba
ck

Ba
ck



CD&HD
Frame Mounted Seeders

114

 The Mid Row Bander® (MRB) Fertilizer Application System Option

4	Protect your input investment each and every year with the MRB® Fertilizer Application System.  Only MRBs provide optimal seed to fertilizer placement 
in all conditions maximizing your earning potential even in the dry years.  The Mid Row Bander® System allows Producers to apply all of the nitrogen and 
sulfur requirements with the coulter opener and employ a low disturbance opener for seed and starter fertilizer. 

 Drill Control

4	LiftMasterTM Option - Farmers can remove one more operation when turning at the end of the field.  LiftMaster™ provides automatic lifting and lowering 
of the openers at the field headlands.  This eliminates one more tedious operation at a time when many things are going at once.

4	PackMasterTM Option - The PackMaster™ option achieves uniform packing pressure while seeding by hydraulically responding to varying field conditions. 

NOTE: LiftMasterTM and PackMasterTM are available options when the X35 Apollo System is chosen.

4	 Position the bulk of the nitrogen 
and sulfur fertilizer at the optimal 
position to establish a root 
dominant environment,

4	 Preserve existing soil moisture 
by using low disturbance coulter 
applicators and narrow seed 
openers to maintain seedbed 
integrity,

4	 Prosper by optimizing germination 
and emergence, especially in 
dry conditions - the first and 
most important step towards a 
profitable harvest.

The success of applying the bulk of the mobile nutrients between every other seed row 
has only grown as new crop varieties demonstrate greater yields with higher fertilizer 
rates.  The seeds are encased in the seedbed with the ground moisture and starter 
fertilizer, an ideal environment to germinate and emerge.  As roots begin to develop, the 
sensitive root hairs sense the presence of beneficial nitrate emanating from the mid row 
band, encouraging further root growth towards the nutrient source.  The expanding root 
structure also provides greater access to moisture and other soil nutrients, giving it the 
best foundation to meet an extended dry period and other challenges during the season. 

Bourgault Mid Row Bander® Fertilizer Applicators have been helping North American 
Farmers meet these challenges for 25 years!  Confidence in the approach is evident with 
many Producers on their 2nd and 3rd generation Bourgault seeding system equipped with 
the MRB® Fertilizer Applicator option.  In fact, over 80% of Bourgault seeding systems are 
sold with the Mid Row Bander option.

With general weather patterns indicating drier spring seeding conditions in the future, it is 
more important than ever to consider Bourgault Mid Row Bander® Fertilizer Applicators as 
part of your seeding system.

Options 
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Variable Rate Control

VR Control of all 4 tanks

Blocked Head Monitoring

Monitor up to 10 distribution manifolds 
on both seed and fertilizer runs.

Coverage Maps 

Integrate a GPS signal and display 
and record coverage maps for 
multiple products.

 Operating Systems

4	The Bourgault FMS offers the same two operating system options found on the large Bourgault seeding systems.   
The X35 ApolloTM System and the ISO ApolloTM System:  

1	 The X35 ApolloTM System allows for unprecedented control of your seeding system; realize full rate control capabilities, 
accurate data management and time saving applications all on a large 12.1" color touch-screen.   
Following are just a few examples from the extensive list of X35 capabilities:

Xtend Feature

The X35 brings Wi-Fi connectivity to Bourgault air seeders with its Xtend Feature.  With this capability, the X35 can connect to smart 
phone and tablet applications.  By downloading the Topcon Xtend app on to your device (tablet/smartphone) and connecting to this 
hotspot you are able to control certain functions on the X35 system.

Wi-Fi Capability

2 The ISO ApolloTM System operates in accordance with the ISO 11783 standard so that Farmers with tractors equipped 
with virtual terminals have the option to monitor, calibrate and perform basic rate control functionality without adding an 
additional screen in the tractor cab.  ISO virtual terminals are typically present on newer models of most major brands of 
tractors.  Optional XD console is available as dedicated monitor.
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SPECIFICATIONS

Frame Mounted Seeders
CD&HD

SPECIFICATIONS

CD Models CD872-8 CD872-6 CD848-8 CD848-6

Total Tank Volume 200 bu 200 bu 136 bu 136 bu

with Saddle Tank 8 bu 8 bu 8 bu 8 bu

T1 60 bu 60 bu 57 bu 57 bu

T2 37 bu 37 bu 22 bu 22 bu

T3 103 bu 103 bu 57 bu 57 bu

Saddle Tank (option) 8 bu 8 bu 8 bu 8 bu

Tire Size IF710/70R38 IF710/70R38 LSW750/60R30 
IF710/70R38 (opt)

LSW750/60R30 
IF710/70R38 (opt)

Bulk Boom Capacity 2,200 lb 2,200 lb 2,200 lb 2,200 lb

Opener Style PLW PLW PLW PLW

Spacing 6.5", 7.5", 10", 12" 6.5", 7.5", 10", 12" 6.5", 7.5", 10", 12" 6.5", 7.5", 10", 12"

MRBs 7.5", 10", 12" 7.5", 10", 12" 7.5", 10", 12" 7.5", 10", 12"

Wing Casters Optional N/A Optional N/A

Brakes Optional Optional Optional Optional

Transport Width 9'10" 9'10" 9'10" 9'10"

Transport Height 13'2" 11'2" 13'2" 11'2"

Unit 
Weight 
(empty)

Tongue 
Weight 
(max)

Working 
Width

CD872-8 lb lb

6.5" 29,750 8,500 26'0"

7.5" w/ MRBs 31,250 10,250 25'0"

7.5" 27,750 7,750 25'0"

10" w/ MRBs 28,500 9,000 26'8"

10" 25,750 6,750 26'8"

12" w/ MRBs 25,750 7,500 24'0"

12" 23,500 6,000 24'0"

CD872-6 lb lb

6.5" 26,500 7,000 19'6"

7.5" w/ MRBs 28,500 9,000 20'0"

7.5" 25,500 6,750 20'0"

10" w/ MRBs 25,750 7,750 20'0"

10" 23,500 5,750 20'0"

12" w/ MRBs 24,250 6,750 20'0"

12" 22,500 5,250 20'0"

CD848-8 lb lb

6.5" 28,250 8,500 26'0"

7.5" w/ MRBs 29,750 10,250 25'0"

7.5" 26,250 7,750 25'0"

10" w/ MRBs 27,000 9,000 26'8"

10" 24,250 6,750 26'8"

12" w/ MRBs 24,250 7,500 24'0"

12" 22,000 6,000 24'0"

CD848-6 lb lb

6.5" 25,000 7,250 19'6"

7.5" w/ MRBs 27,000 9,000 20'0"

7.5" 24,000 6,750 20'0"

10" w/ MRBs 24,250 7,750 20'0"

10" 22,000 6,000 20'0"

12" w/ MRBs 22,750 7,000 20'0"

12" 21,000 5,500 20'0"
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HD Models HD872-8 HD872-6 HD848-8 HD848-6

Total Tank Volume 200 bu 200 bu 136 bu 136 bu

with Saddle Tank 8 bu 8 bu 8 bu 8 bu

T1 60 bu 60 bu 57 bu 57 bu

T2 37 bu 37 bu 22 bu 22 bu

T3 103 bu 103 bu 57 bu 57 bu

Saddle Tank (option) 8 bu 8 bu 8 bu 8 bu

Tire Size
IF710/70R38 IF710/70R38

LSW750/60R30 
IF710/70R38 (opt)

LSW750/60R30 
IF710/70R38 (opt)

Bulk Boom Capacity 2,200 lb 2,200 lb 2,200 lb 2,200 lb

Opener Style PLX PLX PLX PLX

Spacing 10", 12" 10", 12" 10", 12" 10", 12"

MRBs 10", 12" 10", 12" 10", 12" 10", 12"

Wing Casters Optional N/A Optional N/A

Brakes Optional Optional Optional Optional

Transport Width 9'10" 9'10" 9'10" 9'10"

Transport Height 13'2" 11'2" 13'2" 11'2"

Unit 
Weight 

(Empty) 

Tongue 
Weight 
(Max)

Working 
Width

HD872-8 lb lb

10" w/ MRBs 26,500 8,000 26'8"

10" 23,750 6,000 26'8"

12" w/ MRBs 24,250 7,000 24'0"

12" 22,250 5,250 24'0"

HD872-6 lb lb

10" w/ MRBs 22,500 6,000 20'0"

10" 20,500 4,500 20'0"

12" w/ MRBs 21,000 5,000 20'0"

12" 19,250 3,750 20'0"

HD848-8 lb lb

10" w/ MRBs 25,000 8,000 26'8"

10" 22,250 6,000 26'8"

12" w/ MRBs 22,750 7,000 24'0"

12" 20,750 5,250 24'0"

HD848-6 lb lb

10" w/ MRBs 21,000 6,000 20'0"

10" 19,000 4,500 20'0"

12" w/ MRBs 19,500 5,000 20'0"

12" 17,750 4,000 20'0"
* All weights & transport dimensions are estimates & are subject to change.

 Every effort has been made to ensure that the information is accurate/current at the time of production.  
For the latest product information check out our website at: www.bourgault.com
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Field Management
SOW PRECISELY.   SOW PRODUCTIVELY.   SOW PROGRESSIVELY. 
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Tillage Products have been the cornerstone of Bourgault Industries Ltd. for 46 years.  

Our cultivators and chisel plows deliver more capability and durability than any other 

competitive product.  The excellent depth control of these tillage implements has made 

them "the" choice for air seeding on the prairies.

PURSUING PERFECTION
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eXtend YOUR 
Harrowing Capability

XR771 & XR751
eXtended RANGE HARROWS
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The Bourgault XR Series Harrows eXtend beyond the capability of 

current harrows on the market, incorporating user-friendly features to 

achieve consistent residue management results, verified over and over 

by XR Operators. 

XR771: 70 / 90 
XR751: 70 / 90 

NEW!



XR771: 70 / 90 
XR751: 70 / 90 
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XR771/XR751
Xtended Range Harrows

	

The XR Advantage

 Adjustable DownForce (ADF)

4	The eXtended performance is primarily driven by the Adjustable 
DownForce system, as well as the on-the-go tine angle and boom 
angle adjustments.  This patent pending design employs hydraulically 
controlled downforce or up force to each harrow section ensuring a 
superior field finish even when contouring to the extremes. 

ADF ensures that the downforce of the harrow section:

1 is constant regardless of contour position,

2 is independent from other adjustments,

3 is easily adjustable via hydraulic pressure,

4 can instantly be placed into float at the headlands to prevent over 
harrowing of headlands and the blobbing of straw. 

ADF truly makes the XR harrows the top performing harrows available 
in the marketplace.

The operational range provided by the new XR771 and XR751 harrow design eXtends  

performance in three related ways:

	 the XR Harrows eXtend the ability to deliver a much wider range of field finishes than competitive harrows.

	 they eXtend the range of field conditions that can be operated in and still do a good job, and,

	 with the ability to be effective in tougher conditions, they eXtend the working hours per day which means  
more acres covered!

1

2

3

 Improved Control

4	For 2021, the New XR771 and XR751 are now equipped with a solid 
pull arm system.  The solid pull arm system better controls the folding 
and unfolding of the XRs and improves wing stability in fields with hills.
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MODEL XR771-90 XR771-70 XR751-90 XR751-70

Transport Length 61' 8" 51' 8" 61' 8" 51' 8"

Transport Width 14' 10" 14' 11" 14' 10" 14' 11"

Transport Height 13' 8" 13' 8" 13' 8" 13' 8"

Weight* 17,600 lb 15,000 lb 16,800 lb 14,200 lb

GENERAL SPECIFICATIONS (all sizes)

Tires 
Main Frame 
Wings

 
Standard 21.5L X 16.1SL 
Standard 13.5L X 15FI Dual

Tines Standard 
XR771 
XR751

 
½" x 22" 
5/8" x 26"

Tine Options  
XR771 
XR751

 
½" x 22" carbide infused tines 
5/8" x 26" carbide tines

Boom Clearance fixed 28"

Harrow Sections 
XR771 
XR751

 
7 Row, 10' wide sections 
5 Row, 10' wide sections

Main Boom Tubing 8" x 8" x 0.250" wall

Safety Chain,  
SMV Sign & Lights

 
standard

Wheel Standards 
Cart Frame 
Wing

 
triple-lip seals on 6,000 lb hubs 
triple-lip seals on 5,000 lb hubs

XR771 & XR751 eXtended Range Harrow 
SPECIFICATIONS

* All weights & transport dimensions are estimates & are subject to change.

 Every effort has been made to ensure that the information is accurate/current at the time of production.  
For the latest product information check out our website at: www.bourgault.com

 Outstanding Features

4	The XR Harrows employ an 8" x 8" 
fixed height frame design with 10' wide 
independent sections that are connected 
to the booms with parallel arms.

4	Standard 10' harrow sections each have 
26" of independent vertical travel for 
uniform results even in hilly conditions.

4	Hydraulically controlled boom wheels 
greatly reduces the distance required to 
fold and unfold the unit.
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Versatility

8910
CULTIVATOR
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The 8910 Floating Hitch Cultivator is one of the most versatile farming 

implements available.  No other seeding system can be set up for tillage,  

then be reconfigured into an effective direct seeding system.  The clean and 

simple floating hitch design, durable construction and superior residue flow 

have made this tool bar a mainstay throughout the small grain regions of 

North America, especially in areas that are prone to wet seeding conditions.

8910 Cultivator: 30 / 35 / 48 / 54 / 70
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 Outstanding Durability.

4	The 8910 frame features five ranks of 4" 
x 4" x .250" wall tubing connected with 
continuous members above and below to 
create a deep profile for high strength and 
weight.  This is how the 8910 Cultivator 
gained a reputation for uniform soil 
penetration and consistent seed placement, 
even in tough soils.

 Resilient Trip Assembly.

4	The Bourgault Spring Trip Assembly features 
a 1" diameter grade 8 pivot bolt and an 
extremely durable greaseless nylon bushing. 
The simple and durable design provides 
years of service with low maintenance.   
Not only are Bourgault spring trip assemblies 
more durable than the competition, you 
will appreciate the low cost of parts when 
maintenance is required.

8910
Cultivator

 Designed to Work

4	Get through more and get more done with the five-row 8910 Cultivator.  Clearance is maximized 
around the in-frame wheels to allow residue to flow unencumbered.  The walking in-frame running 
gear is slightly biased to the back wheel to avoid “diving” in wetter conditions, minimizing your 
chances of getting stuck.

 Precision Operation

4	Expect precision depth and consistent results with the 8910.  A precision line lock valve helps 
ensure that working depth never changes during operation and that any hydraulic leaks at the 
tractor are isolated from the cultivator.  The 8910 incorporates a well engineered single-series 
master-slave system built with quality hydraulic components so you know the depth you set is the 
depth you get.  When leveling is required, adjustments are made at easy to access locations with 
the wrenches provided.

 Effective Seeding & Tillage

Select from an extensive list of optional attachments to configure your Bourgault 8910 into an 
effective seeding unit.  Various mounted packer and harrow attachments are available on select 
sizes and spacings.

Visit the Bourgault website for additional information on the 8910 Cultivator.
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MODELS 8910-30 8910-35 8910-48 8910-54 8910-70

No. of Sections 3 3 5 5 5

No. of Rows 5 5 5 5 5

Working Widths 
8" spacing 
10" spacing 
12" spacing

 
29'3", 32'0" 
30'0", 33'3" 
30'0", 32'0"

 
36'0", 40'0" 
35'0", 40'0" 
36'0", 40'0"

 
48'0", 52'0" 

50'0" 
48'0", 52'0"

 
58'8", 60'0" 
55'0", 60'0" 
56'0", 60'0"

 
N/A 

70'0" 
70'0"

Frame Widths 
Main Frame 
Inner Wing 
Outer Wing

 
14'2" 
7'9" 
N/A

 
14'2" 
10'6" 
N/A

 
15'6" 
8'8" 
7'10"

 
15'6" 
11'3" 
8'4"

 
15'6" 
15'6" 
10'1"

Transport Widths 18'6" 18'6" 25'1" 26'0" 25'9"

Maximum  
Transport Height*

 
13'4"

 
16'4"

 
14'4"

 
17'7"

 
20'4"

Weights 
8" spacing 
10" spacing 
12" spacing

 
11,600 
11,000 
10,600

 
13,100 
12,200 
11,800

 
18,900 
17,900 
17,000

 
21,200 
19,500 
18,700

 
N/A 

22,300 
21,300

Tires 
Main Frame 
Inner Wing 
Outer Wing 
Main Frame Casters 
Inner Wing Casters 
Outer Wing Casters

 
11Lx15FI (4) 
11Lx15FI (4) 

N/A 
11Lx15FI (2) 
11Lx15FI (2) 

N/A

 
11Lx15FI (4) 
11Lx15FI (4) 

N/A 
11Lx15FI (2) 
11Lx15FI (2) 

N/A

 
12.5Lx15FI (4) 
11Lx15FI (4) 
11Lx15FI (4) 
11Lx15FI (2) 
11Lx15FI (2) 
11Lx15FI (2)

 
12.5Lx15FI (4) 
11Lx15FI (4) 
11Lx15FI (4) 
11Lx15FI (2) 
11Lx15FI (2) 
11Lx15FI (2)

 
12.5Lx15FI (4) 
11Lx15FI (4) 
11Lx15FI (4) 

12.5Lx15FI (2) 
11Lx15FI (2) 
11Lx15FI (2)

8910 Cultivator 
SPECIFICATIONS

* All weights & transport dimensions are estimates & are subject to change.

 Every effort has been made to ensure that the information is accurate/current at the time of production. For the latest product 
information check out our website at: www.bourgault.com

GENERAL SPECIFICATIONS

Wheel System  Offset walking tandem axles under all 
frames.

Wheel Standards  Walking Axles & Casters - triple-lip 
seals on 5,000 lb hubs / 48'-70' main frame 
walking axles - triple-lip seals on 6,000 lb hubs

Packer Options  Optional poly-gang style, or poly-
independent mounted packer wheels, or heavy-
duty gang style (10" spacing only)

Mud Scrapers  Optional fixed or spring-loaded style

Openers  Quick-Change and Speed-Loc adapters are 
optional.  Refer to BTT for optional openers.

Air Kits  Single-Shoot, Double-Shoot & Granular Air Kits 
are available.

Blockage Monitors  Optical Blockage Monitors 
available for secondary or tertiary lines.

Tine Mounted Harrows  
Optional 3 or 4 bar harrows.

Clearance  
Frame to Ground 27" 
Obstacle 11" 
Row to Row Spacing 25" min.

Row Shank Spacing 
8" Spacing 32" min. 
10" Spacing 40" min. 
12" Spacing 36" min.

Contour Depth  7'2" between the caster wheels and 
the walking axle pivot

Depth Control  Hydraulic series rephasing cylinders, 
“Quick-Shift” depth control, Variable Depth/
Precision Control Valve

Mid Row Banders
®
  Optional with NH3,  

dry or liquid fertilizer tubes  
(not available on 70' units or 12" spaced units)

Note: 8910s are compatible with 8000 Series Air Seeders only.
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The Ultimate in  
Flexibility & Durability

9500
Floating Hitch Chisel Plow (FHCP)

128

The 9500 Chisel Plow is, as with all Bourgault tillage implements, renowned 

for its performance, durability, and low maintenance.  With excellent trash 

clearance and soil penetration, excellent field contouring and a robust frame 

you can count on the 9500 Chisel Plow to perform in the toughest conditions 

each year.

In addition to the legendary Bourgault spring trip assembly, an optional 

hydraulic trip assembly is available for those working in extreme conditions or 

at higher than typical operating speeds.

9500 FHCP: 60 / 70
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 Enhanced Durability

4	The four row frame design effectively transfers stress through heavy 
front to back beam members to equalize the load across the entire 
frame.  The rear tow hitch is solidly tied into the main beams of 
the frame, allowing large air seeders or fertilizer carts to be towed.  
Parallel arms on the mainframe walking axle allow the walking axle 
to rotate the ideal amount when the frame is raised up or lowered 
into the working position.  This prevents undue stress and failure 
from the walking axle bottoming in transport or over rotation and 
“dumping” when cultivating.

 Optimal Flotation

4	The wide stance of the in-frame walking axles is complemented 
with large 380/55R16.5 tires to work confidently in challenging 
conditions.  Dual 13.5Lx15 main frame caster wheel tires and single 
13.5Lx15 tires on the wings add to the 9500’s superior flotation 
and pulling ease in soft wet soils.

 Rock Solid Stability

4	The mainframe of the 9500 is designed to be slightly deeper to 
allow the walking axles to be positioned farther back than on the 
wings.  This ensures in transport stability, particularly if a large air 
seeder or cart is in tow.

MODELS 9500-60 9500-70

No. of Sections 5 5

Working Widths 
12" spacing

 
60', 56'

 
70', 66'

Frame Widths 
Main Frame 
Inner Wing 
Outer Wing

 
17'3" 

10'11" 
10'4", 8'7"

 
17'3" 

13'10" 
12'4", 10'3"

Transport Width (max) 24'8" 24'2"

Weights (base unit) 
500 lb trips 
600 lb trips

 
60' - 28,900 lb 
56' - 28,300 lb

60' - 31000 
lb

 
70' - 31,600 lb 
66' - 31,000 lb

Tires 
Main Frame 
Inner Wing 
Outer Wing 
Main Frame Casters 
Inner Wing Casters 
Outer Wing Casters

 
11Lx15FI (4) 
11Lx15FI (4) 

N/A 
11Lx15FI (2) 
11Lx15FI (2) 

N/A

 
11Lx15FI (4) 
11Lx15FI (4) 

N/A 
11Lx15FI (2) 
11Lx15FI (2) 

N/A

9500 Floating Hitch Chisel Plow 
SPECIFICATIONS

* All weights & transport dimensions are estimates & are subject to change.

 Every effort has been made to ensure that the information is accurate/current 
at the time of production. For the latest product information and greater detail 
check out our website at: www.bourgault.com

9500
FHCP
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An optional Hydraulic Trip Assembly is available on the 9500 FHCP.  The 

hydraulic trip is ideal for extremely rocky fields, hard dry soils and higher 

speed tillage operations.  It can also be used to reduce the transport 

height by 10" and transport width by 20" for navigation through tight 

quarters.  Visit: www.bourgault.com to find out more.

TILLAGE OPTIONS
FOR BOURGAULT 8910 CULTIVATORS & 9500 FHCP

 THE TITAN QUICK DETACH ARM

4	Titan Quick-Detach Arms are designed for quick and easy attachment, or interchange of 

mounted harrows and packers to accomplish various operations with the same unit.  You 

can manually adjust the downforce on each arm and the two-stage spring arrangement 

ensures the set downforce remains constant regardless of the mounted option.

 Independent Poly Mounted Packers

4	 Independent Poly Mounted Packers provide even 
packing behind your 8910 Cultivator or 9500 Chisel 
Plow.  Each wheel is mounted on a gang with its own 
spring cushion and sealed ball bearings.  Independent 
movement on each wheel ensures more uniform 
packing for a more consistent crop emergence.

 Heavy-Duty Mounted Packers

4	Heavy-Duty Mounted Packers allow you to achieve 
near drill-like packing results with your 10" spaced 
8910 seeding system.  The 22" diameter packers 
are available in 2¼" and 3½" steel, 2" & 3" semi-
pneumatic and 5½" wide pneumatic wheels.   
Mid Row Banders®, or a weight kit, is required to 
offset the weight of the packers.

 Mounted Tine Harrows

4	Mounted Tine Harrows allow you to break lumps and/
or lightly seal the seedbed in a seeding operation.  
Five different tine settings allow you to set the angle 
to match your operation and conditions.

• Four Bar Harrows feature 7/16" x 16" long tines on a 
2" overall spacing.

• Three Bar Heavy-Duty Harrows provide ½" x 20" 
long tines on a 25/8" overall spacing.

Note: Three bar heavy-duty harrows, four bar harrows & mounted 

packers can be interchanged.

 Gang-Style Poly Mounted Packers

4	Gang-Style Poly Mounted Packers are ideal for 8910 
or 9500 seeding systems where moderate packing 
is required for breaking soil lumps and sealing the 
seedbed.  The 20" diameter durable polyethylene 
packers are mounted on a 1" shaft and heavy-duty 
pillow block bearings.
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Achieve More  
in One Pass

SPS360
Soil Prep System
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The Bourgault SPS360 Soil Prep System takes an alternative approach to 

seedbed preparation that better supports independent depth seeding.  The 

SPS360 is designed to mix residue through the soil worked by the shank 

openers prior to leveling & packing.  By equipping the 12" spaced shanks with 

3" openers, a “wave” profile of unworked soil is left under the even seedbed 

to better support the upcoming seeding operation.  This unique approach 

preserves some of last year's root structure and stubble, protecting the soil 

from erosion and young plants from wind damage.

SPS 360: 40
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SPS360
Soil Prep System

Air kits for Bourgault air seeders are available for granular fertilizer application.  Third party application kits for liquid or NH3 can also be installed.

1 2 2 3 4

1 Cutting Coulters

The notched 20" diameter coulters 
size the residue to ease flow 
and promote incorporation.  The 
coulters are mounted in-line with 
the shanks, but can be oriented 
to cut between the shank rows if 
required.

2 Shank Openers

Three rows of 12" spaced hydraulic 
shanks provide up to 1,000 lb 
of trip force to work through the 
toughest conditions to incorporate 
residue or turn wet soil.  

3 Primary Finishing

3-bar heavy-duty harrows equipped 
with ½" x 20" tines

4 Secondary Finishing

The 14" diameter rolling baskets 
are hydraulically controlled to set 
the downforce in the field or to 
park up if not required.  

The SPS360 Soil Prep System uses a combination of Cutting Coulters, Heavy-Duty Hydraulic Shanks,  

3 Bar Mounted Harrows and Rolling Baskets to cut, incorporate, level, and then firm the soil.  The various 

tillage sections of the soil prep system can be individually set or parked up, depending on the conditions 

encountered.
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MODEL SPS360-40

No. of Sections 3

Working Widths 40'

Frame Widths 
Main Frame 
Inner Wing 
Outer Wing

 
17'4" 
10'10" 

N/A

Transport Width (max) 
Implements Raised 
With Hydraulic Trips

 
24'8" 
22'0"

Transport Height 16'6"

Frame Depth 14'10"

Tires 
Main Frame 
Inner Wing 
Outer Wing 
Main Frame Casters 
Inner Wing Casters 
Outer Wing Casters

 
16.5L x 16.1FI (4) 

21.5L x 16.1 
N/A 

21.5L x 16.1SL (2) 
21.5L x 16.1SL (2) 

N/A

SPS360 Soil Prep System 
SPECIFICATIONS

* All weights & transport dimensions are estimates & are 
subject to change.

 Every effort has been made to ensure that the 
information is accurate/current at the time of 
production.  For the latest product information check 
out our website at: www.bourgault.com

GENERAL SPECIFICATIONS

Trip Assemblies Hydraulic Trip variable breakout up to 1000 lb - 1¼" x 2" shanks,  
30" of frame to ground clearance, 12" of obstacle clearance

Wheel Standards  Rear walking tandem axles with tapered roller bearings 
Front leg type caster wheels for easy tire removal

Safety Chain & Lights Standard

Transport Locks Standard

Row to Row Spacing 32" minimum

Cutting Coulters 20" diameter straight notched disks

Harrows 3 bar - ½" x 20" heavy-duty tines, 

Finishing System Cage-style, 14" diameter rolling baskets with 8, 1" steel rods and 
hydraulic packing force control

Hydraulic System Master/slave, dual series 
Hydraulic in-line filter 
Double line lock/pressure reducing valve 
Slide action, single-point quick shift depth control

Shank Spacing 12" shank spacing with 36" min between adjacent shanks and  
32" between frame rows

Front to Back Leveling A-frame leveling screws, 14'2" between the caster wheels &  
walking axle pivot

Hitches Two pull point hitch, optional rear tow hitch
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Warranty
SOW PRECISELY.   SOW PRODUCTIVELY.   SOW PROGRESSIVELY. 



137

W
ar

ra
nt

y

Bourgault Warranty

5-Year Limited Warranty Repair Period and Remedies
One Year - 100% Parts & Labour. 
Two Years - 100% Parts on Bourgault manufactured components.* 
Three Years - 50% Parts on Bourgault manufactured components.* 
Five Years - 100% Parts & Labour on tillage and air drill structural frame(s).

* Does not include tillage or air drill structural frame(s). 

Extended Warranty
Steel Metering Augers - 100% parts against wearing past 10% of the original 
diameter for the life of the air seeder (corrosion not included).

Plastic Metering Augers - 100% parts against wearing past 10% of the original 
diameter for the first five years, then 50% parts after five years,  
for the life of the air seeder.

NOTE:  The Bourgault Warranty Policy takes effect at the time of delivery of new, unused, equipment to the first retail 
purchaser.  The warranty policy may change at any time without prior notice from Bourgault.  This warranty applies to North 
American equipment only.  Refer to the Bourgault website, or, your local Bourgault Dealer for detailed warranty information.

BOURG AULT ' S  
COMMITMENT  TO  QUAL I T Y

Our mission is to design, manufacture and distribute the highest 
quality, most durable and reliable farm equipment in the world, 
that is affordable and meets or exceeds the expectations of our 
most demanding customers.





Every effort has been made to produce this catalogue with the 
most current information possible.  However, ongoing product 
development and improvements mean that the equipment and 
specifications are subject to change without notice.  Equipment 
subject to local availability.  Please contact your Bourgault 
representative for additional information.

Bourgault Industries Ltd.

(U.S. Division) 

Box 1118, 3915 North Broadway 

Minot, ND U.S.A. 58702

(Canadian Division) 

Box 39, 500 Highway 368 North 

St. Brieux, SK Canada S0K 3V0

For a complete Bourgault dealer listing visit: www.bourgault.com

SOW PRECISELY.   SOW PRODUCTIVELY.   SOW PROGRESSIVELY. 

PURSUING PERFECTION



YO U R  L O C A L  P R O F E S S I O N A L  B O U R G A U LT  D E A L E R :

PURSUING PERFECTION


